Celotex Limited
Lady Lane Industrial Estate
Hadleigh, Ipswich

Suffolk IP7 6BA
CEI.Otex Tel: 0901996 0100*

Insulation Specialists Email: technical@celotex.co.uk

Project  Information

Date 27 March 2012

Client Grahame White, OWLarchitecture.com Project  Kippax
62 The Fairway Butt Hill
Leeds Kippax
West Yorkshire
LS17 7PD

Construction  Type
Element : Wall - Solid Wall - Internal Insulation - Internal Dry Lining - Solid Brickwork

Internal surface emissivity : High External surface emissivity : High
Construction Thickness Thermal Thermal Pitch Bridge Details
Conductivity Resistance (°)

(mm) (W/mK) (m2K/W)
Outside surface resistance - - 0.040
Brickwork 215.0 0.770 0.279 17.2% Mortar

(215.0mm)

Celotex GA4000 joints taped as VCL 55.0 - 2.500
Cavity (low emissivity) 25 x 50 battens @ 25.0 - 0.665 8.3% Timber
600 ctrs (25.0mm)
Knauf Wallboard 12.5 0.156 0.080
Inside surface resistance - - 0.130

U-value - 0.28W/m3K
U-value, Combined Method : 0.28 W/m2K (upper/lower limit 3.648 / 3.579 m2K/W, dUf 0.0000, dUg 0.0000, dUp0.0000,
dur0.0000, dUrc0.0000)

(Correction for mechanical fasteners, Delta Uf = 0.000W/m2K)
(Correction for air gaps, Delta Ug = 0.000W/m2K)

(Based on the combined method for determining U-values of structures containing repeating thermal
bridges.)
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This calculation is based upon data provided by the user and whilst the information contained herein is to the best of our knowledge true and accurate, we specifically exclude
any liability for errors or omissions arising therefrom. Details, practices and principles should be verified as to accuracy and suitability for the required purpose of use.

* Calls are charged at 30p per minute, from a BT landline. Lines are open Monday - Friday from 8am - 5:15pm. Calls from some other networks may cost more.



