


QUINN Building Products
235 Ballyconnell Rd

Derrylin
Co. Fermanagh. BT92 9GP

Project Information

Reference
Date 2 April 2020

Construction Type

: Solid ground floor - timber floating floor (Quinn Therm QF)Element
Internal surface emissivity : High External surface emissivity : High

Bridge detailsThickness Thermal Thermal Pitch
Air gapsConductivity Resistance (º)
(Level, Delta U")(mm) (W/mK) (m²K/W)

- - 0.170Inside surface
60.0 1.401 0.043Screed - cast (BS5250)
- - -Polythene, 500 gauge (0.12mm) (BS5250)

L:0 0.000W/m²K125.0 0.022 5.682Quinn Therm QF 
125.0 1.701 0.073Concrete, dense (BS5250)
- - -DPM/Radon barrier
- - 0.040Ground

Ground Floor Details

Floor type : Solid floor
Calculation method : EN ISO 13370:2007
P/A : 0.500 Characteristic dimension, B' : 4.000
Thermal conductivity of ground: : 1.500 W/mK Width of walls, w: : 0.300 m
Edge insulation position : None

U-value = 0.13W/m²K

U-value, Combined Method  : 0.135W/m²K (upper/lower limit 6.008 / 6.008m²K/W, dUf 0.0000, dUg 0.0000, dUp0.0000, dUr0.0000,
dUrc1 0.0000, dUrc2 0.0000)

Correction factors
Air gaps, Delta Ug = 0.000W/m²K
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