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Construction Type
: Flat roof - Cold - Insulation Between & Below Joists  400mm Joist SpacingElement

Cold - Insulation Between && Below Joists  400mm Joist Spacing
Internal surface emissivity : High External surface emissivity : High

Bridge detailsThickness Thermal Thermal Pitch
Air gaps Conductivity Resistance (º)
(Level, Delta U")(mm) (W/mK) (m²K/W)

- - 0.100Outside surface resistance
- - -Roofing membranes or coverings
- - 0.000Plywood
50.0 - 0.000Ventilated Cavity

11.750% Timber 
(75.0mm)

75.0 - 3.409Celotex GA4000 between joists @ 400 ctrs

50.0 - 2.273Celotex GA4000 under joists. Joints taped 
as VCL

11.750% Timber 
(25.0mm)

25.0 - 0.454Cavity - 25 x 47mm fixing batten between
plasterboard and under joists insulation

12.5 - 0.066Wallboard
- - 0.100Inside surface resistance

U-value = 0.18W/m²K

U-value, Combined Method  : 0.183W/m²K (upper/lower limit 5.822 / 5.092m²K/W, dUf 0.0000, dUg 0.0000, 

dUp0.0000, dUr0.0000, dUrc1 0.0000, dUrc2 0.0000)

Correction factors
Air gaps, Delta Ug = 0.000W/m²K

 (Based on the combined method for determining U-values of structures containing repeating thermal 
bridges)
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This calculation is made in good faith and based upon data supplied to us. Whilst we believe that the information contained herein is true and accurate, we specifically exclude 

any liability for errors and/or omissions arising therefrom. Details, practices and principles should be verified as to accuracy and suitability for the required purpose of use. 

The provision of this calculation is not to be construed as: (i) offering any advice on compliance with any Building Regulations in any capacity 

(be it insulation, fire, moisture, structure, sound, electrical safety, safety of combustion appliances); or (ii) an acknowledgement that we approve 

of any design or construction methods being proposed by the applicant.
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